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Product Table

Length (mm)
inches

700
27.55

800
31.50

900
35.43

1000
39.37

1200
47.24

1400
55.12

Replacement 
grate lifting key

Part No.
Electro-polished

37369 37370 37371 37372 37373 37417 37339

Part No.
Oil-rubbed bronze

37324 37306 37315 37322 37311 37296 37339

Weight
lbs

1.6 1.8 2.1 2.2 2.8 3.4 0.1

Intake area
sq. in.

21.33 25.10 28.85 31.36 36.37 41.38 n/a

Specification Clause

The QuARTz by ACO shower channel and Flag grate system shall be 1mm thick (20 gage) stainless steel grade 304 manufactured by ACO Polymer 
Products, Inc. USA.

The surface finish shall be Electropolished* OR Oil Rubbed Bronze*. 

Grate shall be 3.03” (77mm) wide, with length as specified on Architects plans / Architects specification.

Shower channel shall be Plain Edge* OR Flanged Edge*. (See separate Spec Info Sheet for details)

ACO recommends checking local plumbing codes prior to installation.

The system shall be installed in accordance with the manufacturer’s instructions and recommendations.

*Delete one
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3.03” (77mm)

0.06” (1.4mm)

1.46” (37mm)0.75” (19mm)0.28” (7.2mm)

Plastic plugs pushed through hole - act as friction lock 
to hold grate in place. Also used to hold optional light 
units in position.
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